09-23—-04 L5—CONSTRUCTION DETAILS

FINISH GRADE

SEE SOIL PREP

IRRIGATION HEAD
3"
/71——— PAVING

I/2" DIA X |1&" SMOOTH DOWEL @ 24" OC,

CENTER IN SLAB.

9" AZTEC SPEED

DOWEL SLEEVE OR EQUAL ONE END

DOWEL AT EXISTING PAVING,

WALLS, AND TRENCH DRAIN, TYP.

(2N

KEY JOINT
-/

_@HBER EXPANSION
JOINT

FINISH GRADE—

AGGREGATE BASE,
95% RELATIVE
COMPACTION

—— SCORE JOINT : 1/&"
WIDE MAX, |" DEEP

— #4 REBAR @ 18" OC
BOTH WAYS CENTER
IN SLAB

I/2"R TOOLED
EDGE TYP \

— FINISH

GRADE OF
ADJACENT
AREA. /4"
MAX IF IN

PATH OF
TRA\/EL.@

R R,

s R RORRRR

N AVANPANV I HNVINVINPANVANINSNIN
NOTE: :

K

<

DEEPENED
EDGE AT
EDeE OF
PAVING TYP

AN \/}\\// N\—3" cLR TYP

\
Y ”§6$\4¥A TED SUBGRADE

. COLOR: PER LEGEND, FINISH: MEDIUM BROOM NON-SLIP FINISH UNLESS OTHERWISE NOTED.
2. SCORE JOINTS SHALL BE PLACED A MAX OF 5' OC OR AS SHOWN ON PLANS

3. 2% MAX CROSS SLOPE IN ALL AREAS WITHIN PATH OF TRAVEL.

IF FIELD CONDITIONS

MORE THAN 2% CROSS SLOPE DO NOT POUR CONCRETE WITH OUT APPROVAL BY ONWNERS

REFPRESENTATIVE.

CREATE

4. PROVIDE 4' X 4' ON SITE MOCK-UP OF EACH COLOR/ FINISH COMBINATION FOR APPROVAL BY

LANDSCAFPE ARCHITECT.

I\ CONCRETE PAVING

\_/ ' 1/2"= T-O"

SALVAGED ON SITE

MEETS &RADE.

ANSULAR WASHED SAND e PERMANENT OR REMOVABLE CURB
DIA BOLLARD; SEE SITE FURNISHINGS
IRRIGATION LATERAL 1 ’| LEGEND FOR
MODEL, COLOR: BRONZE, AVAILABLE
CLASS 2 PERMIABLE BACKFILL —| FROM KEYSTONE RIDGE DESIGNS;
MATERIAL / WWn.keystoneridgedesigns.com / /
CEOTEXTILE FABRIC 4" & PERFORATED PIPE W/ ;
FILTER FABRIC, INSTALL HOLES . 4" MAX PROJECTION
ENVELOPE WRAP AND / Y / DOWN W/ FILTER FABRIC /
OVERLAF |2 + | CURB 0 HANDLE
CLASS 2 FLUSH CLEANOUT-CHRISTY V-l W/ CAST IRON | oCKING DEVICE
B GRATE OCKING DEVIC
sEcTion | PERMIABLE NDS 7& ATRIUM GRATE WRAPPED IN '
MATERIAL FINISHED | GEOTEXTILE FABRIC FINISH GRADE SEE PLAN
6" MIN o min | GRADE | ~TREADED CAP FOR BURIED CLEAN OUT. WRAP / 1| b FOR MATERIAL
VARIES VARIES 5AN17 PIPE WITH METAL WIRE FOR LOCATING WITH ; — T
> [ METAL DETECTOR. CUT FABRIC TO EXPOSE / S T S
L h o f..f: CLEANOUT _ ) ‘ 5 I ' :
% Y om oy (g LiienTi B 4 DA PVC COMBO WYE TYP o e SeNe TeliNe, oL TOP
z %8%@" 3 0o o —ROTATE CLEANOUT TO BE ON ITS SIDE IF o = PAVING NOTE:
5 205 Ao (HS002 : REGQUIRED FOR VERTICAL CLEARENCE. ol TTT~——— olerve HANDLE AND LOCK TO BE
- > i b <=~ 4" DIA. PERFORATED PIPE W/ FILTER FRABIC. SRR I Y ANCHOR. LOCATED ON PEDESTRIAN
N3 e ey R BPUT SLOPE PIPE 1/2% MIN CONNECT TO STORM . — = SIDE OF BOLLARD, SEE
RN, BRAN AS SHOR ON FLAN e A
\§ \\ Q\ \\ X \\ \\ \\ N_FILTER FABRIC ENVELOPE WRAP I-¢* qL L ANDSCAPE ARCHITECT
¢ OVERLAP (2" SECTION
PROFILE FLUSH BURIED N SUBSRADE
ST~ = AR
1o EDGE PAVING - %o
\*/ B/4"= -0
APPROX. FINISH
N GRADE
= s
>\/—————- HOSE BIB SR
2/ BOULDER
/ NI 2Il
/
ELEVATION

SURFACE MOUNTED
ACCESSIBLE DRINKING
FOUNTAIN

PUusH BUTTON VALVE

3/4" TYP

NOTE:

I/4" RADIUS DETECTABLE
WARNING GROOVES- AT
CONCRETE PAVING- SEE
PLAN, BELOW, FOR EXTENT

O

FINAL PLACEMENT AS DIRECTED BY LANDSCAPE ARCHITECT
3. BURY STONE I/3 TO |/2 IN COMPACTED SOIL

BOULDER- SEE SHT LI.2

WIDEST PART OF BOULDER

COMPACTED SUBGRADE, 95
% RELATIVE COMPACTION

TOP OF KEYED JOINT FLUSH WITH

ADJACENT PAVING

|/4" TOOLED EDGE BOTH
SIDES TYP

CONCRETE PAVING

METAL KEY CONTROL JOINT-

DAYTON SUPERIOR &-33
(W/OUT CAP) OR EQUAL

KEY JOINT

BUILDING WALL OR PAVING- SEE PLAN
BEVELED JOINT SEALANT PER

SPECS

CONCRETE PAVING
/2" MIN

BOND BREAKER TAPFPE

I4

N

OR AFPPROVED EQUAL
WHEREVER PAVING ABUTS

L/ 3/2" FIBER EXPANSION JOINT

STRUCTURES OR BUILDINGS.

HOLD DOWN /2" MIN

EIBER EXPANSION JOINT

CONCRETE PAVING
3\ JOINT SECTIONS

% CARDUCCI & ASSOCIATES, INC.

LAND [ 5CAPE .
ARCHIJ{TECTS 555 BEACH STREET, 4TH FLOOR

w SAN FRANCISCO, CALIFORNIA 94133

If the contractor encounters errors or discrepancies on
the drawings, or site conditions which prevent or delay
the completion of work as indicated, the contractor shall
notify the owner and landscape architect by the time of
bid of all such errors, discrepancies and omissions. The
contractor shall indemnify and hold the landscape
architect and the owner harmiess if after contracting for
the work he has monetary damage because of site
conditions, errors, discrepancies or omissions at the time
of bid

o (415) 674-09%0 FAX (415) 674-0999
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6" DEPTH CLASS 2 AGS BASE 95%
COMPACTION

4 X 4 REDWOOD

FINISH GRADE CORNER POST

L] T
IT
R\NPL
N
o

\\Xs

* (4
)v“ i N POTABLE WATER BALL — 2 X |12 REDNOOD a
w VALVE SM Z | RAISED PLANTER (53
36" MAX HT TO 3 POTABLE WATER LINE PN
WATER SPOUT 27" MIN CLR __| N SEE CIVIL'S DNES < Q
UNDER BOWL :
Z N \__—_
== b3 Zy PLANTING BED (22
- T — mapens = X ) 53/

_it_'_ S o Mivar Wrwilirit i | aties A - HOSE BIB

ML, (|50 St | e I 1 Box et enil NN’

e e N T A Ene's DRes PLAN P

Al ‘—ﬁmﬁig—‘-mﬁmﬁﬂlﬁmﬁm., L \ A
CHRISTY V-| AN ————— VI N 71— .
WITH CONC. e I T T T N ey = U & m SENOR &ARDEN BED- DETAIL PLAN
; 12" DEPTH COMPACTED EINg =l

LID AND 4 2 =Nl \._./ = o
DEEP CONC =
BASE. INSTALL | )5" DRAIN LINE W/ P -
T o R N e BRASS FAUCET W/ LOOSE KEY, CHAMPION B-40ILK

FINISH GRADE

STORM DRAIN

(3/4" MALE HOSE TO 3/4" FEMALE FITTING) OR

BRASS HOSE Y' W/
VALVES SUBMIT CUT AN EQUIVALENT. SUBMIT CUT SHEET
SHEET ¥

SECTION J— 4X4 CONSTRUCTION HEART REDWOOD 545 POST W/
@ 3/4" CHAMFER TOP.
é TURF AREA ACCESSIBLE DRINKING
CONCRETE / (O FOUNTAIN PEDESTAL SFLYANZED (2) STAINLESS STEEL HOSE CADDY (SECURE TO BOTH
2 | STEEL STRAPS. SIDES OF POST) SUBMIT CUT SHEET
FAVING Z | MIN. OF THREE.
/2" MIN POTABLE WATER LINE Q| FASTENTO L
CONC POST. | "
MOW X 4" T POTABLE WATER BALL n | THREADED |" SCH &0 PVYC RISER
BAND 5 \ VALVE SIM \-5.2/ FINISH GRADE FIBAR
0 \ = POTABLE WATER LINE SEE N— Z SLIP TO THREADED PVC | 5" X %" REDUCING
| -@)o— evierm =TT == |
5| [- N 14 B < T T
A——CLR =l L—,—M—_ P =1
MIN =l RS
— t > 112"PVe
~ / | 1/2" PVC DRAIN LINE gj’;‘gff{,@_ 1o P ’
ACCESSIBLE I TO % | 1/2" PVC L~ //<, PVC SLIP ELL
CANTILEVER BASIN SD BOX 7 /%’/ -
CONCRETE PAVING SIM B [l B B HOLD TOP OF CONCRETE FOOTING
W/ DETECTABLE AC PAVING / I 3" BELOW FINISH GRADE OF FIBAR
WARNING GROOVES : L
SR I AR 12" DEPTH COMPACTED SUBGRADE
SCHEMATIC PLAN _ N RV
NOTE: Ni:i D % NOTE:
. ACCESSIBLE DRINKING FOUNTAIN DEPICTED FOR BIDDING ONLY. REFER TO MANUFACTURER'S SHOP crcTioN NN e Iog (2) 55 LoNe teay o e
DRAWINGS FOR INSTALLATION DIMENSIONS AND INSTRUCTIONS. SUBMIT COLOR & FINISH SAMPLE. = \\/\k},\aﬁ\\\/\  ARDEN HOSES PER HOSE BIB "
2. REFER TO CIVIL ENG'S PLANS FOR POTABLE WATER LINE AND DRAIN CONNECTION. ! '

1IN DRINKING FOUNTAIN

]
TAN\HOSE BIB- SECTION

| \:./ I/27= T-O"

U "= |'-0"

\
N . 4
N OO VSN SN
> NN VN
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AR NN NN N < AN \,,‘x\\ N N, 5 INNWA >
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SN NS AN hY . \ / Yoy s
’// LN _,f N 7 s Vi R, e s /\
. AN "<\ e RGN < < AN <
. SN ~ N
TN N N N
N AN ’ N A FUNONS N
%\{ I.
\% 'WALK-ON!
) m

TOP OF MULCH |" MIN
BELOW ADJACENT

= Jvz=1

FINISH GRADE OF
o0D /2" BELOW

FINISH GRADE TOP
SOIL /2" BELOW

EAVING FINISH GRADE OF FINISH GRADE OF
e ADJACENT PAVING ADJACENT PAVING
ERADE FINISH FINISH
GRADE ERADE
PAVING F’A\/IN67 / PAV!N67 ﬂ/ A
A MM
| GG
DI NN
s T rsn — 00 | R
MULCH- SEE Q> N /\\/\\ /? \\ /\% /\\\ W
PLANTING R ERADE TOP (/XL G
NOTES/SPECS Ol | sol- NN NN
FINISH GRADE- N berTh or /\\\//\\\//\\\//\ /\\\//\\\//\\\/
roPsol G | sop N QNI N GRELY
PLANTING AREA SOD LAWN SEEDED LAWN

NOTE: FINISH ELEVATION IS MEASURED AFTER SOIL PREFPARATION AND FIRMING OF SOIL BY
WETTING FROM IRRIGATION SYSTEM TO MINIMIZE FUTURE SETTLING

3\ GRADE AT EDGE OF PAVING

NGV

FINISH GRADE OF AC PAVING

CAST IN PLACE
SOUND
ATTENVATING
TACTILE
DETECTABLE
WARNING SURFACE
Lot o L SYSTEM AVAILABLE
RS | ARMORE TILE &00

< 652-2525 OR

EQUAL

36" MIN

. ONCRETE PAVING
: | PER DETAIL

SECTION

DETECTABLE WARNING
T SURFACE

w "= T-0"

I/2" R TOOLED EDEE TYF

NOTE:
|. LOCATE EXPANSION JOINTS, AT POINTS OF
TANGENCY & POINT OF CURVATURE AT EQUAL
SPACING NOT TO EXCEED 20"
2. EQUALLY SPACE (2) SCORE JOINTS BETWEEN
EXPANSION JOINTS.
3. COLOR, NATURAL, FINISH NON-SLIP BROOM FINISH

/72 CONCRETE MOW BAND

MIN

FINISH GRADE SEE PLAN
—# j FOR MATERIAL
e CONCRETE MOW BAND

(1) #4 REBAR CENTERED
IN BAND CONTINUOUS
BETWEEN EJ LAP 30"

UNDISTURBED SUBGRADE

\jl I/27= T-O"
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NOTE: H— 20" —¥

30' HiGH FIBERGLASS FLAGPOLE W/ INTERAL HALYARD
PER MANUFACTURER

CAULK SEAL @ COLLAR 2" NON-SHRINK &ROUT
FINISH GRADE SEE PLAN FOR MATERIALS

WOOD SHIMS (REMOVE AFTER TAMPING SAND)
DRY PLASTER SAND, TAMPED FIRM

CONCRETE FOOTING

&"® GALVANIZED CORRUGATED
STEEL TUBE W/ BASE PLATE PER MANUFACTURER

STEEL CENTERING WEDGES PER MANUFACTURER
STEEL BASE PLATE PER MANUFACTURER

12" DEPTH COMPACT SUBGRADE

FLAGPOLE DEPICTED FOR BIDDING ONLY. REFER TO MANUFACTURER'S SHOP DRAWINGS FOR INSTALLATION DIMENSIONS

GATE/OPENING

LENGTH (L)

GATE POSTS (6)

BAYS

OVERHANG

INSIDE POST
FACE TO INSIDE
POST FACE

OUTSIDE DIM

OF GATE LEAF

OUTSIDE POST
FACE TO OUTSIDE
POST FACE

NUMBER OF
BAYS WITH
CHAIN LINK

NUMBER OF
BAYS WITHOUT
CHAIN LINK

|2l_oll

Iql_q L[

TI_bll

(2) TWO

(1) ONE

FENCE
TO OFPE

NOTE: GALVANIZE AND BLACK POWERCOAT

(8-10 MIL) ALL GATE COMPONENTS TO MATCH
N VINTL CLF.

/—6ATE

{
L

PLAN

F OPENING

—
k

=

lel

GATE-POST TO GATE-POST

[ 2" HASP FOR OWNER'S PAD
LOCK WELD TO FENCE FRAME .

FENCE

I——— (EATE - W/ FABRIC)

_2"sa.

TOP RAIL

A#— (OVERHANG - NO FABRIC) ;[

b7

o

\_(;/ St

SOy AN SO
6 )‘}/’ >

S gy Ny Ll

\

\-2" 5. BOTTOM RAIL

AND INSTRUCTIONS , -
TENSION ROD i 6UIDE RoOLLER | 'Ll
R ! ! - I I ELEVATION | \ ASSEMBLY
[N\ 30 FIBERGLASS FLAGFPOLE N CONCRETE
NS 73\ SLIDING GATE FooTNG
NGz
Y /——- FENCE POST
- 5-1/2"
| NYLON 6LIDE ROLLER
4/_— SJ OR EJ TRUCK ASSEMBLY WITH OILITE BEARING TRACK / FRAME—_
MEMBER \ —N—
_— = T | UPPER GUIDE
-— CONC MOW BAND ; / .
"\ \ B =, / ASSEMBLY
PLAN TOP TRACK / FRAME Ho| |o >
MEMBER OF GATE | FENCE FABRIG\
12" MIN |
e CENTER MOW BAND ON FENCE POSTS ©] 19 FRAMEFERMR L2l 18 G,
/—— - SEE LAYOUT PLAN FOR LOCATIONS \ | U-BOLT PER MFR - P-E?zorl:l;R
TRUCK BRACKET ..
ro L CONCRETE MOW BAND siv(_ 4 ) gl 4" DIA POST ~—
@ —N— N A N POST
4l g N = INT TN PER MER
MIN ‘MIN ~ 2" 5Q. GATE
" ‘ \__ MEMB
FINISH GRADE OF \GL\-R /] PER MFR
PLANTING AREA OR T
FIBAR. SEE MATERIALS | ‘l _‘9\\ P BOTTOM GATE LOWEEO ‘i”,_'EE
FLAN FOR CONDITION PRSI (1) #4 REBAR CONTINUOUS CENTER FRAME MEMBER ASCEMELY i
XK
D/\\\// \\/<\>}\\) IN MOWBAND _ _ -
12" DEFTH COMPACTED RUGRGRIG HOLD FENCE FOOTING @ I @ 16 IhallifF=—"
P//\\///\/ \///\Y\// DOWN TO BOTTOM OF (=] - —w =
TN NN BAND FOR NEW FENCE ,L ;
22N 2 FOOTING. 2" MAX )
NOTE: SECTION
ELEVATION - END VIEW -
. LOCATE EXPANSION JOINT W DOWEL AT EVERY THIRD POST EoraR i OHER GUIDE ROLLER e e R GUIDE ROLLER
2. LOCATE AND ALIGN SCORE JOINTS AT EVERY FOST. ASSEMBLIES ATTACHED TO POSTS ASSEMBLIES ATTACHED TO POSTS
3. COLOR TO BE NATURAL MEDIUM BROOM NON-SLIP FINISH. e MER ER MER

4. PROVIDE MOCK-UP

5\ CONCRETE MOW BAND @ FENCE

Ul 1/27= T-O"

CLF FABRIC ATTACH TO I"
PIPE FRAME WITH KWIRE TIES /

| _— LATCH BOLT

" DIA GALY PIPE FRAME AT
LOCK HOUSING WELD TO GATE
FRAME

KEYLESS LocK

ooooooo
\_/ /| coooooo

LEVER (NOT KEYED EITHER ;g
SIDE) Nt

U/2 uL/
NOTE:

. KEYLESS ENTRY LOCK MODEL # |1I50 HEAVYY DUTY AVAILABLE FROM
KEYLESS ENTRY LOCKS.COM (630) 9455-4500

POST c
LOoCK HOUSING

2. PROVIDE SHOP DRANINGS FOR ENTIRE KEYLESS LOCK ASSEMBLY
KEYLESS ENTRY LOCK

ATTACH TO
FENCE POST
WITH V' BOLT

24

NOTE: (2)
REQUIRED PER
GATE

SATE HOLDBACK

NTS NTS

NOTE: GALVANIZE AND BLACK PONERCOAT (&-10 MIL) ALL EGATE COMPONENTS
TO MATCH VINYL CLF.

T\ ACCESSIBLE DOUBLE GATE

2\ SLIDING GATE TRACK SYSTEM

AT,

&'-0O" CENTER OF POST TO
CENTER OF POST

KEYLESS ENTRY LOCK AND HEAVY DUTY
ACCESSIBLE LEVER (BOTH SIDES), GATE BOX,
KEEPER, AND CHAIN LINK FABRIC TIE BAR. SUBMIT
SHOP DRANINGS.

i

=\ _—
\ _ - / rl7{/ - - o

.- i | i )Q”; ’ / 7 8 . i]'rl—-_’{ : %>——

A T i

>( || & i
l ] 6 I ] | | L ]
) E I Py
@ i | g u\
Q= AN |l <
E_ 1 -g X ol 1 i I H
N
2 ) LYl L] -FINISH GRADE ¢ LI
| lMAX R /— CONC MOW ~ 3
] ] -
] S -4 '
f
e
%M: IR
/‘/i\/ ) G
(2) PAD-LOCKABLE //
ELEVATION DROP BARS- ONE b
PER GATE =

FENCE SCHEDULE

DIAMETER AND WEIGHT

DIAMETER AND

"H' MAX HEIGHT OF GATE AND CORNER |  WEIGHT OF HORIZONTAL  [MAXIM Po=T
ABOVE FINISH GRADE POSTS LINE POSTS
o 4" oD | 7/8" oD | 5/8" OD SCHEDULE &'-0" oc
4'-O" FENCE SCHEDULE 40 SCHEDULE 40 | 40 W/ CENTER RAIL
;iF’LAND BOTTOM
|
SEE FENCE SCHEDULE FOR OC SPACING, SEE LAYOUT
PLAN FOR # OF POSTS.
SPACE LINE POSTS EQUALLY
BETWEEN TERMINAL POSTS
L . L 5
L/ 7 4 GAUGE ALUMINUM
2'oc TYF WIRE CLIPS
SEE SPECS FOR SIZE
— 14" OC TYP
T HORIZONTAL RAIL
TYP SEE FENCE
END POST -
N i SCHEDULE FOR
} SEE SPECS FOR SIZE o ZES
4-o" CIIKN
o l/4" X 3/4" TENSION BAR ,0:0:::03‘{0: i
Il GAUGE I" WIDE STEEL SRRLHKRS
| BANDS FAS D W ”““"‘J.’” |
T 3/2" ¢ Bokfs AND NUTS 0,:,:,1;,:.:
SRS
= S
TRUSS ROD ‘,0000 i
i X TURNBUCKLE > 1 FiNiSH GRADE
\ —4T | 1 '" CLiR -:F | 1 1 7
/—cONc FOOTING
//~j ~ ,/\/\‘/

NOTE: ATTACHED FABRIC TO THE SIDE OF FENCE AWAY FROM THE SENIOR GARDENS

 N\TYPICAL CHAIN LINK FENCE ELEVATION

N

llHIl MAX

FINISH GRADE —

T

===

—

DEPTH MIN

- DEPTH MIN AT

TRENCH DRAIN OR

MOW BAND

N

4@ .

{

N

AN
SR NN

HOLD DOWN CONCRETE FOOTING
TO BOTTOM OF MOW BAND OR
CONCRETE PAVING WHERE THEY OCCUR

DRILLED CONCRETE FOOTING PER
SCHEDULE

6" CLR
MIN

SUBGRADE

CONCRETE FOOTING SCHEDULE (PIERS)

H= HEIGHT

DIAMETER

DEPTH

REMARKS

4'-0" FENCE

loll

30"

3\ CONCRETE FENCE FOOTING

N/ s

SELF CLOSING HEAVY-DUTY
GATE HINGE (2 TOTAL)

VINYL COATED CHAIN LINK FENCE

FABRIC, RAILINGS AND POST
TENSION BAR TYP

4 SIDES - FASTEN TO FRAME W/

BOLTS

| ———CHAIN LINK FABRIC, TO

MATCH FENCE, SEE SPECS.

| 7/8"¢ GATE FRAME-WELD

FRAME JOINTS 180" SWING

_——(2) 1/&" GALVANIZED STEEL
SHEET KICK PLATE WELDED TO
BOTH SIDES OF FRAME W/ I/4"

BEAD WELD CONTINUOUS

EGATE POST
AS REQUIRED

CONCRETE FOOTING @

O=

Q

SECTION

(1
W I"=|'-0"

CARDUCCI & ASSOCIATES, INC.

{ LANDSCAPE ARCHITECTURE PLANNING

4 IRRIGATION DESIGN URBAN DESIGN
CARD}JUCCI

LAND SCAPE
ARCHILJ{TECTS 555 BEACH STREET,
T a SAN FRANCISCO, CALIFORNIA

M o (415)674-0990

If the contractor encounters errors or discrepancies on
the drawings, or site conditions which prevent or delay
the completion of work as indicated, the contractor shall
notify the owner and landscape architect by the time of
bid of all such errors, discrepancies and omissions. The
contractor shall indemnify and hold the landscape
architect and the owner harmless if after contracting for
the work he has monetary damage because of site
conditions, errors, discrepancies or omissions at the time
of bid

4TH FLOOR
94133

FAX (415) 674-0999

MOUNTAIN VIEW
SENIOR CENTER
266 ESCUELA AVE
MOUNTAIN VIEW, CA
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NOM HEIGHT (H)

4—0" [1219MM]
5'—0" [1524MM]
6'—0" [1829MM]

V' /2" WIDE RECESSED
COLUMN 4R CONTROL JOINT 3/4" CHAMFER: /2" WIDE RECESSED (2
FOOTING & & —/ ALIGN WITH FENCE 3 SIDES @ TOP EXPANSION JOINT ~ \L5/
" BELOW - SEE § TOP OF WALL : POST
" 2'-8 ARCH DINGS ,_% SEE ERADING 12 SLEEVE- SIZE FOR FENCE
o SCAN —Fk POST CENTER IN CURB/ WALL
COLUMN- SEE I & \ L/
= i
‘ & ADJIACENT FINISH GRADE- SENIOR K
NIV . /| CENTER SITE |
v 3" CLR | ]
T S © 2 FINISH 1 I - -
0 GRADE- B P | WEAKENED EXPANSION JOINT
i - EN
b «| spHe sItE ) fp—TENeEFosT | PLANE JOINT ON WALL
% g g | — 2 NEEFHOLE AT l0" 0C TYP PLAN-NO SCALE PLAN-NO SCALE
+—°= C— I\ 41
~ | = I #5 REBAR @ 12" OC
! | e X'[fgﬁm’ ’ZLHSN q ' 1] VERTICAL AND HORIZONTAL
< T EACH FACE
B N_VINE SUPPORT ® © MASONRY JOINTS al
3 ‘ L
_ 7], o )L ATTACHMENT @ | 3 e T T,
9 -2 i T COLMN- SEE ARCH DRSS . c?.g’“.;l‘-_ﬂl' _hl.-
N w 3 - , “l ' (4) #5 REBAR 7'-8 3/4" [2356MM]
N\—VINE < N W/ #3 TIES @ &" FACE TO FACE
POCKET —VINE POCKET AT COLUMN 00 | =L
i | NN | IR RAIL BRACKET POST TOP
6" b QF v R FENCE POST / | /
% % Q E u_ _l |— \ - ' / I')_(ol ° o ° D) Qo \
PLAN SECTION b . — CONC FOOTING 7
B YL |- 1 ]]] L | EooTINe SECTION I \/\ I // /]
(e N\VINE SUPPORT LAYOUT g8 8 B - A 1Pr N %
NV , : o NS5 | ! 2 1/2" sQ POST 1 1 /]
\\"/ "= |'-O" i S e A ’ 3/4" [19MM] SQ PICKET / // L/
- e re . RN ;
No ’ FENGE FOST ——_\qo_l—__ INDUSTRIAL DRIVE RIVET /
| :
~4“ 5GORE _ CONCRETE MOW BAND OR
JOINT % v ||‘ ’II o CURB/ WALL PER PLANS r & [152MM]
05 i An L B [Ere—s 5 s> [ : —m D] (ol] H-\__j_
TWIST WIRE NS || || X NI, (T 711 RERERE |
. FOR ALL EXPOSED LANDSCAPE SURFACES, conerere——~ |1 3 1316 feml = “VW 167 [100MM] ~ | il 7 [51Mu] NOW
COLOR: NATURAL CURB |
I-6A BARE COPPER FINISH: MEDIUM SANDBLAST ~osT ToP OFToNS|  SUPPORTED AT GRADE BY FENCE SECTION ELEVATION | cone I,
= 4" DIA X 36" DEEP N 36"
WIRE TYP 2. PROVIDE 4' SECTION MOCK-UP OF COLOR AND FINISH FOR APPROVAL BY g | O TOOME I_U | ko
LAN056APE ARCH’TEGT - ;\IO IES;’RIC DIMENSIONS ARE NOMINAL EQUIVALENTS TO U.S. DIMENSIONS. CONC FTG
2. FOOTING WIDTH TO BE (4)X POST WIDTH.
3. SHOP GALVANIZE AND POWER COAT ('8—10 MIL, COLOR— BRONZE) ALL FENCE COMPONENTS. WIDTH
3. PROVIDE EXPANSION JOINTS AT EVERY THIRD POST, PROVIDE TOOLED SUBMIT COLOR FOR APPROVAL BY ONNER'S RER. ' o waLL N, 10"
SCORE JOINTS AT ALL OTHER POSTS SIM CONCRETE PAVING A e oe
4 RING NUT MOD #30418-0800-| ,
T NGUIDE SPACER MOD #30414-0055 5. APPLY SILICONE BASED, TRANSPARENT CONCRETE SEALER TO ALL m ORNAMENTAL METAL FENCE
SREE EXPOSED CONCRETE SURFACES. e
- JNT
o CONCRETE CURB/ WALL =
f 1 1
LAG BOLT FASTENER AS REQUIRED TO m ‘
ATTACH TO 16 GAGE METAL COLUMN STUD \_ - JI"=1-o"
6'-4" Y POST
# A ™'y %
PLAN EQ EQ EQ EQ BOLT KEEPER
# + £ A+ s
NOTES: . 75\ NOT USED I
VINE SUPPORT AVAILABLE FROM JAKOB INC, (866) 525-6226 T M — T M — w . ']
. ' T T R BOLT
m \/|NE SUPPORT & WIRE : ‘ oo . \ \—TOUCH BAR »
U HALF SIZE I I L | N .‘ ! | | \ LOCK CASE COVER
: ‘ : |- - , L in DETEX MODEL# V40XEBXW
T LI VN S R L PANIC BAR EXITING DEVICE
I R I oo\ S NTS
o o ' Lo : 1 . S 6’ CLR INSIDE OF POST TO 2 1/2 [64MM]
J_-’. : ’_l_’ 2 i FL N . rl-’ EUREENES | ’l I:\ISS”IDE OF POST ,11?:1 —2 I/DOST A
3 : \ - Al - [~ MIN —=jl~—1 3" CLR :/
TYPICAL GARDEN BED PLAN \— SENIOR GARDEN SOIL T 5 I T\ BT iGN
“21:: |'-O"
" | |
COPPER FLASHING / BOLT KEEPER STRIKE STRAP
£ yan 2“% 7 =

AN

];Q— 2XI2 REDWOOD TYP.
(4) GALV. )"

CARRIAGE BOLTS
¢ WASHER

4X4 REDWOOD POST

TYPICAL CORNER PLAN

3ll=ll_oll

B\ SENIOR GAR]

4" MIN FIBAR —
COMPACT TO 3" MIN.
DEPTH

FINISH —
GRADE

TOP OF 2XI2
REDWOOD SIDE

; _ﬂ b
2" NIDE COFPPER

qll

>
0T

12" MIN.

COMPACTED —#
SUBERADE

///<\—— 10" SENIOR GARDEN SOIL

, PER SPEC SECTION 02400
\3;— NATIVE SOIL

1” [25MM] SQ PICKET

IRRIGATION DESIGN  URBAN DESIGN

LAND SCAPE

ARCHIJ{ TECTS 555 BEACH STREET, 4TH FLOOR
e SAN FRANCISCO, CALIFORNIA 94133

TS
" o (415)674-0990

If the contractor encounters errors or discrepancies on
the drawings, or site conditions which prevent or delay
the completion of work as indicated, the contractor shall
notify the owner and landscape architect by the time of
bid of all such errors, discrepancies and omissions. The
contractor shall indemnify and hold the landscape
architect and the owner harmless if after contracting for
the work he has monetary damage because of site
conditions, errors, discrepancies or omissions at the time
of bid

FAX (415) 674-0999

266 ESCUELA AVE
MOUNTAIN VIEW, CA

MOUNTAIN VIEW
SENIOR CENTER

DATE:

18 APRIL 2005

CONSTRUCTION
SET

5
N

3

SUBGRADE

<

(A) GATE_HOLDBACK

POST DETAIL - SECTION | NorES
3'z|'-0" 1.

(C) SQUARE POST HINGE

FOR POSTS:

2 1/2°

[64MM], 3° [76MM],

4" [102MM], & [152MM],
8" [203MM]_AND
10" [254MM] SQ

METRIC DIMENSIONS ARE NOMINAL EQUIVALENTS TO U.S. DIMENSIONS.

v AS SHOWN

VL

A\METAL GATE HARDWARE
-

! EQ. PANIC_BAR EXITING DEVICE
I
FLASHING BAND O " g
CONT. AROUND BED & 2" [51MM] SQ
< ) ]] S £o. | GATE FRAME
2ll ™ —— 2x|2 REDNOOD 5IDE ) (TYP 4 SIDES EACH GATE)
\—— COPPER OR BRASS &l . 7 |
NAIL @ 18" O.C. 4 /\/ /| L / /. // g I G e PLATE. 10" WE X ) THicK
] PERFORATIONS AT 3/8"
STAGGERED CENTERS, FINISHED
DETAL, O COPPER FLASHING POST DETAIL - ELEVATION EDGE. | i i =
] 3'=I-0" 7T 3 MAX = LT—J—‘
” ,. [ B ] T | L 2" TYP, 3° MAX
1T’E1{3%\R [38MM] X 1 1/2" [38MM] ANGLE l + ‘]"‘2%” [4,‘9,,MM]—/ — = % m]sn—i— \—
FINISH GRADE CONCRETE MOWBAND A
2X12 REDNoOD DOUBLE SWING GATE ELEVATION | Bﬁ%&%ﬁﬁ%} SiM
4X4 REDWOOD POST ] SLEEVE IN I L I
2 BELOW HEADER L L e e o ()
Y !I\I.O-LESI:RIC DIMENSIONS ARE NOMINAL EQUIVALENTS TO U.S. DIMENSIONS. CONC MOWBAND
EG ﬁL 2. FOOTING WIDTH TO BE (4)X POST WIDTH. MIN DEPTH TO BE 36" [914MM].
N— é .—_[_]_[_—_[_]__[l l l —% SY S()I-¢VONPERG’2L\|/QAE,\|£ZE AND POWER COAT (8—10 MIL, COLOR— BRONZE) ALL GATE COMPONENTS TO MATCH METAL FENCE. SUBMIT COLOR FOR APPROVAL
EQ. v - (4) GALV. )i" CARRIAGE 4. SEE PLAN FOR DIRECTION OF SWING.
* Y —L — BOLTS & WASHER TYP. . TOUCH BAR— WEATHERIZED ALARMED EXIT DEVICE. DETEX CORPORATION (800) 729-3839 OR EQUAL
EQ e | I 2N\METAL SNING GATE SINGLE ¢ DOUBLE
I I
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Victor Stanley, Inc,

P.. DRAVER 330 - DUNKIRK, MD 20754 USA
TEL (301) 835-8300 - FAX (410) 257-7579 DRic000_113

WEB SITE: hitp//wwvictorstanley.con PG 1 | OF 1

PRUDUCT SPECIFICATIONS

CADD Department VIEWS 5

DRAWN RDN, REV. 1/21/04

IRONSITES "™ERIES Al

36 Gallon Capacity
Optional $-2 Formed Dome Lid

All fabricated components are steel shot-
blasted, etched, phosphatized, preheated
and electrostatically powder-coated

with TGIC polyester powder coatings.

9/8" 0D,
steel rod

174" x e-1/2'
solid steel bars

3/4' Square center
anchor bolt hole

(4) Leveling feet with o

9" diameter threaded steel shaft

subject to change.
— Please contact factory
for details.

UNDER VIEW

specifications are -8

SIE VIEW

¥ All dimensions
are in Inches ¥

Finished
grade
o Copyright 2004 Fully welded
(42) 3/8" x 1 Victor Stanley, Inc. joints throughout
solid steel bars All Rights Reserved
Cur SECTIV

P VIEV

(Anchor holt
provided by
others)

36 gallon capacity high
ensity plastic liner sits on
378 x 3 support bars

@V]ICT OR STANLEY, INC.

~Manufacturers of Quality Site Furnishings since 1962-

|——- 1.0765

13254 ) - A
106

1-5/16 TUBULAR STEEL
CROSS MEMBERS USED
FOR ADDITIONAL SUPPORT

3/8" x 1 SOLID STEEL BARS
ARE WELDED UNDERNEATH
FOR ADDITIONAL SUPPORT

AVAILABLE DPTIONS:

POWDER COATING
10 STANDARD COLORS, CUSTOM COLORS (INCLUDING THE RAL RANGE)

INTERMEDIATE & CENTER ARMRESTS
4, 6, & 8" AVAILABLE VITH [PTIONAL ARMREST

NOTES:

1. DRAVING NOT TO SCALE. D0 NOT SCALE DRAVINGS,

(BN LITTER RECEPTACLE W/ LATCH

Victor Stonley, InC. mawemem muosm e SIDE VIEV
CATD Depor-trent VIR ESSS— ' e38795 :
PRUDUCT SPECIFICATIONS e T \

8 B 4 8 :ggéﬁgu X

All specificati

CUT SECTION sibfct 1 chrge,
Please contact factory
for details,

(Typical Anchoring Detail
(Leveling Foot Detail

All fabricated components
are steel shot-blasted,
etched, phosphatized

Copyright 1996
Victor Stanley, Inc.
All Rights Reserved,

Fully welded
joints throughout

and electrostatically (4) Ad justable glides welded

powder-coated with TGIC around inner perineter Bands are rolled

polyester powder g~of hose steel band fron 174" x 2-1/2" Base supports are
coatings. IS solid steel bar node of 3/8" x 3’

solid steel bor

¥ For odditional information
on the $-42 Litter Receptocle,
please refer o the S-42
standard specifications **

/< = o000

ANCHIR BOLTS PROVIDED BY OTHERS,

~ O

. THIS PRIDUCT IS SHPPED FULLY ASSEMBLED,

[ N\RB-12

P DRAVER 330 - DUNKIRK, MD 20754 USA
TOLL FREE: (800) 368-2573 (USA & CANADA)
TEL (301) 855-8300 - FAX (410) 257-7579
VEB SITE: HTTP://WWW.VICTORSTANLEY.COM

(@7) STEEL SLATS ARE FIIRMED FROM
174" x 1-1/2* SOLID STEEL BARS

FINISHED END UNITS ARE
MADE OF 172" x 2'
SOLID STEEL BAR

CLEARANCE FR 172"
ANCHIR BOLTS

! 3.2632 |

| 31732 |

LENGTHS
STANDARD 4
STANDARD 6' LENGTH SHOWN
STANDARD 8

2. ALL FABRICATED METAL COMPONENTS ARE STEEL SHITBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY
POVDER-COATED VITH TGIC. POLYESTER POVDER COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND
CDATED WHILE HOT TO FILL CREVICES AND BUILD COATING FILM. COATED PARTS ARE THEN FULLY CURED TO COATING MANUFACTURER'S
SPECIFICATIONS. THE THICKNESS OF THE RESULTING FINISH COAT AVERAGES 8-10 MILS (200-250 MICRONS).

3, IT IS NOT RECOMMENDED TO LOCATE ANCHIR BOLTS UNTIL BENCH IS IN PLACE. THIS VICTOR STANLEY, INC. PRODUCT MUST BE
PERMANENTLY AFFIXED TO THE GROUND. CONSULT YOUR LOCAL CODES FOR REGULATIONS.

FIR HIGH SALT ABUSIVE CLIMATES, HOT DIP GALVANIZING BEFORE POVDER COATING IS AVAILABLE. SEE WRITTEN SPECIFICATIOINS FIR DETALLS.
ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT MANUFACTURER FIR DETAILS.

COPYRIGHT 2003 VICTOR STANLEY, INC. ALL RIGHTS RESERVED

USTEELSHES RB SERIES  STANDARD AL STEEL BACKLESS BENCH
SHVI: STANDARD 6-FIIT LENGTH

CARDUCCI & ASSOCIATES, INC.

LANDSCAPE ARCHITECTURE PLANNING
4 JRRIGATION DESIGN URBAN DESIGN

LAND [} SCAPE
ARCHLJ'| TECTS 555 BEACH STREET, * 4TH FLOOR

I N\ SAN FRANCISCO, CALIFORNIA 94133
o (415) 674-0990 ' FAX (415) 674-0999

If the contractor encounters errors or discrepancies on
the drawings, or site conditions which prevent or delay
the completion of work as indicated, the contractor shall
notify the owner and landscape architect by the time of
bid of all such errors, discrepancies and omissions. The
contractor shall indemnify and hold the landscape
architect and the owner harmless if after contracting for
the work he has monetary damage because of site
conditions, errors, discrepancies or omissions at the time
of bid

REV. 8/11/03 IRAWN LKP,

Center anchor bolt
hole with clearance

for 3/4" 0D,
bolt size = /

Barim VIEw

I\ BACKLESS BENCH

TN

\-J NTS

@V]ICTOR STANLEY, INC.

Manufacturers of Quality Site Furnishings since 1962-

|— 14902

ANCHIRING DETAIL
Receptacle / Cut Section

2.0162

FOoT 1-1/8" diameter
JETAL \\ x T/16" thick
\ ad justable

{ides
3/8" diameter

threaded steet

PERSPECTIVE | s

L ]
Concrete Footing Finished grode
size according to |
local ol conditions, jfmA"Chor bolt
(Not shown in view) |}

(Anchor bolt
provided
by others)

(4 LITTER RECEPTACLE MOUNTING

w NTS

SECTION Il

LITTER (4

RECEPTACLE
. CONC. FOOTIN

SIM

gy b MULCH
7.7

SUBGRADE

ANCHOR
BOLT

LTTER

e o e
1
0| ¥ —
1% &
T S5

LITTER RECEPTACLE FOOTING AT
BN\PLANTING AREA

FINISH GRADE

940 % COMPACTED

RECEPTACLE

ANCHOR BOLT

U I"= 10"

3/8' x 1" SOLID STEEL BARS
ARE WELDED UNDERNEATH
FOR ADDITIONAL SUPPRT

AVAILABLE DPTIINS:

POVDER COATING
10 STANDARD CILERS, CUSTOM COLORS (INCLUDING THE RAL RANGE)
LENGTH
STANDARD 6' LENGTH SHOWN
CUSTOM PLAQUES
ENGRAVED CAST BRONZE PLAQUES

NOTES:
1 DRAVING NOT TO SCALE. DO NOT SCALE DRAWINGS,

ANCHOR BOLTS PROVIDED BY OTHERS.

o~ ON O

THIS PRODUCT IS SHIPPED FULLY ASSEMBLED.

/~ \RMFC-24

STEEL SLATS ARE FORMED FROM
SECTINS OF 174" x 1-1/2/

COPYRIGHT 2003 VICTOR STANLEY, INC. AL RIGHTS RESERVED

\___/STELSITES ™R8 SERES - Thmo L. . oy

PLL DRAVER 330 - DUNKIRK, MD 20754 USA
TILL FREE: (B00) 368-2073 (USA & CANADA)
TEL (301) 835-8300 - FAX (410) 257-7579
VEB SITE: HTTP//WVV.VICTIRSTANLEY.CIM

1-1/2" SQUARE
TUBULAR STEEL

SOLID STEEL BARS

FRONT FACE IS
-2 x 212
TUBULAR STEEL

CLEARANCE FOR 1/2*
ANCHOR BOLTS

3.0825

| 3.0150 |

ARMREST
AVAILABLE VITH OPTIONAL CENTER ARMREST

2. ALL FABRICATED METAL COMPONENTS ARC STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY
POWDER-COATED VITH TGIC, POLYESTER POWDER COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND
COATED VHILE HOT TO FILL CREVICES AND BUILD COATING FILM. COATED PARTS ARE THEN FULLY CURED TO COATING MANUFACTURER'S
SPECIFICATIINS. THE THICKNESS OF THE RESULTING FINISH COAT AVERAGES 8-10 MILS (200-250 MICRONS).

3. 17 IS NOT RECOMMENDED TO LOCATE ANCHIR BOLTS UNTIL BENCH IS IN PLACE. THIS VICTOR STANLEY, INC. PRODUCT MUST BE
PERMANENTLY AFFIXED TO THE GROUND. CONSULT YOUR LOCAL CODES FOR REGULATIONS.

FIR HIGH SALT ABUSIVE CLINATES, HOT DIP GALVANIZING BEFIRE POVDER COATING IS AVAILABLE. SEE VRITTEN SPECIFICATIONS FIR DETALLS.
ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT MANUFACTURER FOR DETALLS,

SHOWN: STANDARD 6-FOIT LENGTH

MOUNTAIN VIEW
SENIOR CENTER
266 ESCUELA AVE
MOUNTAIN VIEW, CA

DATE: 18 APRIL 2005

CONSTRUCTION
SET

REV. 8/11/03 IRAWN LKP.

2\ BENCH W/ BACK
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